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Abstract
The application of automated tool condition monitoring systems is very important for unmanned machining systems. Tool wear
monitoring is a key factor for optimization of the cutting processes. Basically, tool wear monitoring systems can be subdivided
into two classes: direct and indirect. Currently direct tool wear monitoring systems are most frequently based on machine vision
by camera. Several approaches have been studied for tool wear detection by means of tool images, and an innovative statistical
filter proved to be very efficient for worn area detection. A new approach has been implemented and tested in order to develop an
automatic system for tool wear measurement. This new approach is described in this paper and the main topics related to tool wear
monitoring using wear images have been discussed.
 2003 Elsevier Science Ltd. All rights reserved.
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1. Introduction
Today cutting processes play a large role in supporting
the economies of developed countries. Machining oper-
ations like turning, milling and drilling are involved in
the production of most of the goods that are used every-
day. This simple statement explains how important is it
to study these operations and how much can be spared
by choosing cutting parameters close to the optimum
values.
Nowadays the machining industry is undergoing sev-
eral trends. The main trend is toward production cost
reduction by using higher cutting speeds and by reducing
human resources. The industry trends are toward
unmanned machining systems where the importance of
an adequate calibration of working parameters is even
more important because machines cannot substitute
human learning capabilities. Much research effort has
been made in developing and applying thermal, force,
vision, acoustic and acceleration sensors to machines and
by implementing ‘intelligent’ systems to detect directly
or indirectly the machining condition from acquired sig-
nals.
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State of the art of sensing systems and their industrial
application have been investigated by the Work Group
for Tool Condition Monitoring of CIRP and the results
have been presented by Byrne et al. [1]. All the known
systems that can be used for this purpose have been
described and also their applicability has been discussed.
The main point that has been achieved is that most fail-
ures are due to inadequate or wrong monitoring system
set-up or operator interface misunderstandings, thus
underlining the necessity of systems very simple to use,
possibly avoiding direct operator interaction. Recently,
state of the art of sensors for tool condition monitoring
has been discussed by Kuljanic and Sortino [2].
It has been demonstrated that the key factor for pro-
duction characterization is tool wear, and it must be
monitored very carefully. It is also important to under-
stand that the direct measurement of wear requires
experienced personnel, its accuracy depends on the per-
sonnel capabilities and thus it is not easily repeatable.
In the modern machining centre, where human interac-
tion is reduced to a minimum, there is a need for the
machine to be able to recognize automatically the wear
condition of the tool [3].
Research efforts have been made in developing and
applying thermal, force, vision, acoustic and acceleration
sensors to machines and by implementing intelligent sys-
tems to detect directly or indirectly the tool wear con-
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dition and their application and characteristics have been
discussed by Dimla and Dimla [4]. Tool wear estimation
systems can be subdivided into two main classes: direct
and indirect. Direct tool wear estimation systems are
able to measure directly the tool wear by means of tool
images, tactile sensors, etc. Their application is very
simple and the reliability is high. In the past, several
methodologies to determine the wear land were used
such as by using a profile projector, an optical section
microscope, surface analysers and radioactive sensors,
as described in Ref. [5]. Indirect tool wear estimation
methods are based on measurement and comparison of
signals (for example, cutting forces) that are connected
indirectly to tool wear. The main advantage of indirect
methods is that they are applied online. Unfortunately,
these methods are very complex to design and apply
because of the lack of knowledge of how wear can affect
the measured signal, the geometry of cutting and the
unpredictable behaviour of the wear process itself. More-
over, the application of these methods has a limited
reliability and the sensor cost is still very high.
However, the automated application of direct tool
wear estimation system is difficult because the detection
system should be able to detect the wear zone and meas-
ure it. This problem is very complex as the wear zone
has noisy contours and a lot of disturbing failures can be
present (for example, scraps, lubricant, reflections, etc.).
Therefore, the detection software must be carefully
designed. In this paper, an innovative algorithm for tool
wear zone identification and a detection system is
presented.
2. Direct methods for tool wear estimation
Direct measurement of tool wear can be made either
by means of optical devices or by using a tactile sensor.
The application of tactile sensors is not very common,
while optical devices such as toolmaker microscopes and
cameras are more practical and their cost is low. The
basic system for tool wear measurement using optical
devices is illustrated in Fig. 1.
A camera with an appropriate lens is used in the field
to capture an image of tool wear, which is stored and
processed by a computer. The most common algorithm
used to detect the worn zone from the image is a high-
pass bi-dimensional filter, which enhances the edges.
Then the worn zone can be identified and measured.
Finally, the measurements can be taken according to
ISO3685 and ISO8688-1 and 2. The main steps of the
worn-zone detection are illustrated in Fig. 2.
During image acquisition the illumination of the tool
should be made very carefully to avoid the presence of
reflections, which will produce fake edges. Pfeifer and
Wiegers [6] proposed a capture system based on multiple
light sources and multiple tool images acquisition. This
Fig. 1. Tool wear measurement system.
Fig. 2. Steps of worn-zone detection.
system is more robust to reflections and other disturb-
ances since the worn zone is reconstructed using mul-
tiple images with different light sources. The camera set-
tings (brightness, contrast, etc.) are important, but the
image can be post-processed by the computer software.
After post-processing the edges are enhanced by using
a high-pass bi-dimensional filter. Several kinds of filter
have been applied and tested for this purpose.
Several approaches to tool wear estimation have been
found in literature. Tauno and Lembit [7] realized a port-
able monitoring system using a CCD camera and a port-
able computer. From a series of images taken from the
tool, the software used a non-linear median filter to
remove noise and a variation of Roberts filter operator
for edge detection.
A neural network architecture for tool wear detection
has been presented by Giardini et al. [8]. In this a digital
camera collected images of the tool and the cutting zone
has been used as an input for a perceptron. The per-
ceptron is trained to detect whether the insert or the tool
must be changed.
3. WEARMON method for optical detection of tool
wear
Several edge detection algorithms have been tested for
this application but the results have not been satisfactory
for different reasons. First, the most known algorithms
(Sobel, Roberts, etc.) are simple high-pass filters based
on differences of small pixel sets. Thus, these algorithms
tend to be very sensitive to ‘light spots’ and detect edges
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Fig. 3. Comparison of edge detection algorithms: (a) original image, (b) smoothed, (c) Sobel, (d) Laplace, (e) Previtt.
Fig. 4. The main steps of wear land detection algorithm.
wherever a spot is, while, for wear detection, pattern rec-
ognition algorithms seem to be more efficient. Moreover,
the worn zone is very heterogeneous and a generic algor-
ithm is not very efficient. As stated in Ref. [9], in noisy
images it is necessary to use larger sets to do the com-
parison. An example of the results acquired by using
these algorithms is illustrated in Fig. 3.
It can be seen that the edge detection algorithms Fig.
3(b)–(e) are not reliable solutions. For example, the Pre-
vitt algorithm Fig. 3(e) shows the nose of the tool
(vertical) as tool wear. The best algorithm for edge
detection is a combination of a low-pass and a high-pass
filter [10]. In this research a new directional algorithm
has been applied for tool worn area detection using a
statistical filter. The algorithm is composed of several
steps as shown in Fig. 4.
First, by using the statistical filter the edges of the
image are detected. Given a reference pixel, the sur-
rounding pixels are grouped in sets (for example, the
pixel at the bottom and at the top of the reference pixel)
and statistical parameters (mean m and standard devi-
ation s) are calculated for each set and for each funda-
mental colour (red, green and blue). Then, set parameters
are compared to parameters of the other set using statisti-
cal population comparison methods and edge for every
fundamental colour is calculated, as shown in Eq. (1).
All edge for the fundamental colours are then summed
in order to compute edge, Eq. (2). The higher the value
of edge is, the greater is the probability that the pixel is
an edge. The working principle is illustrated in Fig. 5
Fig. 5. The principle of statistic algorithm.

Redge 
mR1mR2
s2R1  s2R2
Gedge 
mG1mG2
s2G1  s2G2
Bedge 
mB1mB2
s2B1  s2B2
(1)
edge  
R
edge  
G
edge  
B
edge. (2)
In the second step, the edge values for every pixel
are high pass filtered in order to reduce low values and
normalize by using saturation. Then the profile of the
wear land is detected by identifying the peaks of edge
along rows and columns of the pixel matrix. After identi-
fication of the profile points, the profile is reconstructed
by filtering scattered points and by interpolation. Lastly,
the geometry characteristics of the wear land are calcu-
lated on the profile.
The main characteristic feature of this method is to be
more sensible to pattern differences compared to other
methods, which use smaller sets of pixel for comparison.
This is very important due to the heterogeneity of the
worn zone (see Fig. 6).
In Fig. 6 an example of the edges detected by applying
the statistic algorithm to tool images is given. With this
algorithm a good detection of the edges is possible. For
example, in Fig. 6(b), it is possible to see three different
profiles. The upper profile (1) is the cutting edge; the
middle profile (2) is the interface between the worn zone
(grey colour) and the oxidized zone (black colour); the
Fig. 6. Example of statistic algorithm results (a) acquired image, (b)
detected edge.
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lower profile (3) is the interface between the oxidized
zone and the tool surface (light grey colour).
After the edge detection, if the pictures are taken in
the proper position, it is easy to measure the flank wear
land in this case by measuring the thickness of the zone
between the upper and the middle profile with some sim-
ple filtering and interpolation procedures.
4. The WEARMON software
In this work, an algorithm has been developed and
implemented into the software for wear monitoring
called wearmon while the software has been installed
on the ‘SCOPEMAN’ portable system. A portable com-
puter and a camera with a 50× magnification lens com-
pose the SCOPEMAN system. The system is capable of
acquiring digital images sized 640 × 480, where every
pixel has a dimension of about 10 µm. The images can
be stored or processed immediately. The system is also
capable of detecting the best algorithm functioning para-
meters and whether the detected worn area is close to
reality or not.
The software user interface, Fig. 7, is very simple and
allows the operator to take the measurement very easily
and to see immediately how the algorithm has measured
the worn zone.
5. Method of validation
The wearmon software has been tested on over 150
different milling and turning worn tools and the obtained
data have been compared to data obtained by optical
microscopes. The comparison is shown in Fig. 8. It can
be seen that the data obtained by applying the wearmon
software are very reliable.
Only 8% of cases of the system were not able to calcu-
late the maximum flank wear land due to some disturb-
ances on the cutting edge. In an attempt to be as close
to reality as possible, only one picture was obtained for
Fig. 7. The wearmon software user interface.
Fig. 8. Scatter of system measures against microscope measures.
every insert using the first acquired picture, considering
the characteristics of the system in a future full-auto-
mated implementation without human feedback.
Because of the fixed pixel width (10 µm), the accuracy
decreases a great deal when the worn zone is very thin.
Hence, the variance of the measured error is very high
when the worn zone is thin, as can be seen in Fig. 9.
The operating range is between 0.1 and 2.5 mm,
which are the typical values of VBmax for worn out tools.
The accuracy of 10% for measurement error is enough
to consider this system sufficiently reliable.
However, by changing the video source with a more
sophisticated one, i.e. the pixel width less than 10 µm,
there will be an increase in the accuracy of the measure-
ment.
6. Conclusions
An innovative methodology and a system for wear
measurement have been presented. This system is based
on statistical filtering of images of the cutting edge. The
statistical filter proved to be very efficient in comparison
to standard filters for edges detection. The algorithm has
Fig. 9. Measure error against measure.
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been implemented in the wearmon software, which can
calculate the flank wear land, VB, from the wear patterns
automatically. It was proved that results obtained with
the system wearmon are reliable except for small values
of the tool wear. This problem can be overcome with an
application of a more sophisticated video source. It
would be of further interest to continue the investigation
of the system by using more sophisticated video sources
for industrial application.
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